CILINDRI OLEODINAMICI

e — —
[aa]
ol <
T

)

E

D

C RM version with thread in inches
CAP/Force | STROKE MODEL AREA | OIL CAPACITY | WEIGHT DIMENSIONS in mm
ton (kN) mm cm? cm3 kg A B C D E F €] H (0] M [\ P
5 /45 25 CRM-5/25 6,47 16 1,2 115|140 | 109 | 38 | 28,7 | 25 (245| 19 | 25 | 2x1/4"-20UN | 11/2"-16 UN | 28
75 CRM-5/75 6,47 49 16 |[165|240 | 159 | 38 | 28,7 | 25 [24,5| 19 | 25 | 2x1/4"-20UN | 11/2"-16 UN | 28
125 CRM-5/125 | 6,47 81 19 |[215(340|209| 38 | 28,7 | 25 [24,5| 19 | 25 | 2x1/4"-20UN | 11/2"-16 UN | 28
175 CRM-5/175 | 6,47 113 22 | 265|440 | 259 | 38 | 28,7 | 25 |245| 19 | 25 | 2x1/4"-20UN | 11/2"-16UN | 28
230 CRM-5/230 | 6,47 149 26 320|550 |314| 38 | 287 | 25 |245| 19 | 25 | 2x1/4"-20UN | 11/2"-16UN | 28
10 /101 25 CRM-10/25 | 14,44 36 2 97 [ 122 | 91 | 57 | 42,88 | 38 | 36 | 19 | 39 [2x5/16"-18UN| 21/4"-14UN | 26
50 CRM-10/50 | 14,44 72 24 | 122|172 | 116 | 57 | 42,88 | 38 | 36 | 19 | 39 [2x5/16"-18UN| 21/4"-14UN | 26
100 | CRM-10/100 | 14,44 144 32 | 172|272 | 166 | 57 | 42,88 | 38 | 36 | 19 | 39 [2x5/16"-18UN| 21/4"-14UN | 26
160 | CRM-10/160 | 14,44 231 4,1 232|392 | 226 | 57 | 42,88 | 38 | 36 | 19 | 39 |[2x5/16"-18UN| 21/4"-14UN | 26
200 | CRM-10/200 | 14,44 289 52 | 298|498 | 292 | 57 |[42,88 | 38 | 36 | 19 | 39 [2x5/16"-18UN| 21/4"-14UN | 26
260 | CRM-10/260 | 14,44 375 6,1 358 | 618 | 352 | 57 | 42,88 | 38 | 36 | 19 | 39 |2x5/16"-18UN| 21/4"-14UN | 26
300 | CRM-10/300 | 14,44 433 6,7 398|698 392 | 57 |42,88| 38 | 36 | 19 | 39 |2x5/16"-18UN| 21/4"-14UN | 26
355 | CRM-10/355 | 14,44 513 7,5 | 453|808 | 447 | 57 | 42,88 | 38 | 36 | 19 | 39 [2x5/16"-18UN| 21/4"-14UN | 26
15 /137 50 CRM-15/50 | 19,63 98 44 160|210 150 | 70 | 50 | 40 | 38 | 20 | 48 | 2x3/8"-16UN | 23/4"-16UN | 30
100 | CRM-15/100 | 19,63 196 55 210310200 | 70 | 50 | 40 | 38 | 20 | 48 | 2x3/8"-16UN | 23/4"-16UN | 30
160 | CRM-15/160 | 19,63 314 7 270 | 430 | 260 | 70 | 50 | 40 | 38 | 20 | 48 | 2x3/8"-16UN | 23/4"-16 UN | 30
260 | CRM-15/260 | 19,63 510 9 370 | 630|360 | 70 | 50 | 40 | 38 | 20 | 48 | 2x3/8"-16UN | 23/4"-16 UN | 30
360 | CRM-15/360 | 19,63 707 11 470 | 830 | 460 | 70 | 50 | 40 | 38 | 20 | 48 | 2x3/8"-16UN | 23/4"-16 UN | 30
25 /232 25 CRM-25/25 | 33,18 83 55 |[140| 165|131 | 8 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN |35/16" -12UN | 49
50 CRM-25/50 | 33,18 166 6,3 |[165|215|156 | 85 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN [35/16" -12UN | 49
100 | CRM-25/100 | 33,18 332 79 | 215|315/ 206 | 85 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN |35/16" -12UN | 49
160 | CRM-25/160 | 33,18 531 98 | 275|435 |266| 85 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN |35/16"-12UN | 49
200 | CRM-25/200 | 33,18 664 11,1 | 315 | 515|306 | 8 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN |35/16" -12UN | 49
260 | CRM-25/260 | 33,18 863 13 375|635 |366 | 8 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN [35/16" -12 UN | 49
300 | CRM-25/300 | 33,18 995 142 | 415 | 715|406 | 85 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN |35/16" -12UN | 49
360 | CRM-25/360 | 33,18 1194 16,1 | 475|835 |466 | 8 | 65 | 55 | 55 | 20 | 58 | 2x1/2"-13UN [35/16" -12UN | 49
30 /309 210 | CRM-30/210 | 44,18 928 19 384|594 | 375 (102 | 75 | 60 | 55 | 46 | - - 35/16"-12UN | 49
50 /496 50 CRM-50/50 | 70,88 354 16 180 | 230 | 175|127 | 95 | 80 | 72 | 27 | 95 | 2x1/2"-13UN 5"-12 UN 55
100 | CRM-50/100 | 70,88 709 20 230|330 | 225 (127 | 95 | 80 | 72 | 27 | 95 | 2x1/2"-13UN 5"-12 UN 55
160 | CRM-50/160 | 70,88 1134 24 290 | 450 | 285 (127 | 95 | 80 | 72 | 27 | 95 | 2x1/2"-13UN 5"-12 UN 55
330 | CRM-50/330 | 70,88 2339 36 460 | 790 | 455 (127 | 95 | 80 | 72 | 27 | 95 | 2x1/2"-13UN 5"-12UN 55
100,929 | 100 |CRM-100/100 | 132,73 1327 46 280 | 380 | 275 [ 175 | 130 | 105 | 92 | 40 | 140 [4x 3/4"-10UNC| 67/8"-12UN | 44
170 | CRM-100/170 | 132,73 2256 55 350 | 520 | 345|175 | 130 | 105 | 92 | 40 | 140 |4x3/4"-10UNC| 67/8"-12UN | 44
\_ 260 | CRM-100/260 | 132,73 3451 67 440 | 700 | 435 | 175 | 130 | 105 | 92 | 40 | 140 | 4x3/4"-10UNC| 67/8"-12UN | 44
Cylinders with different strokes are also available.
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